
FEATURES

•   Epoxy resin luminist vessel lavatory
•   Luminist is an semi-clear epoxy resin that displays 

exceptional strength and is highly scratch and 
impact resistant

•   Without overfl ow
•   Complete with installation template, hardware and 

chrome drain fi tting

COLORS/FINISHES

•   #61 Angelic White

LLT150
Luminist™ Round Vessel Lavatory

Recommended faucets:
Helix Ecopower wall mount
TEL3GW10#CP
TEL3GW60#CP
TEL5GW10#CP
TEL5GW60#CP

Recommend faucets:

CODES/STANDARDS

• Meets or exceeds ANSI Z124.3, CSA B45 series 
• Certifi cations: IAPMO(cUPC), State of 

Massachusetts , City of Los Angeles, and others
• Code compliance: UPC, IPC, NSPC, NPC Canada, 

and others 
• ADA Compliant

PRODUCT SPECIFICATION

The epoxy resin luminist round vessel lavatory shall 
be without overfl ow. Vessel lavatory shall include 
complete installation template, hardware and chrome 
drain fi tting. Vessel lavatory shall be TOTO Model 
LLT150____. 
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LLT150
Luminist™ Round Vessel Lavatory

SPECIFICATIONS

•   Waste 1-1/4" O.D.
•   Size  15-3/4" D
•   Basin 14-7/8"D
•   Warranty One Year Limited Warranty
•   Material Epoxy Resin
•   Shipping Weight  12.0 lbs.
•   Shipping Dimensions  17-9/16” W x 7-3/16” H x
  22-3/8” L

These dimensions and specifi cations are subject to change without notice

ø15-3/4” (ø400mm)

ø14-7/8” (ø378mm)

3-9/16” (90mm)

21” (533mm)
34” (864mm)

3/8” *SUPPLY

1-1/4” *WASTE

8” (203mm)

18” (457mm)

*Suggested Dimensions

INSTALLATION NOTES

TOTO recommends you to install this lavatory rim at 
864mm (34”) height from fi nished fl oor and 2-1/4” 
(57mm) minimum from the front edge of the counter-
top. These dimensions and specifi cations are subject 
to change without notice.

34” (864mm)
MAX

24” (610mm)

2-1/4” 
(57mm)

MINIMUM

27”
(686mm)

6”
(152mm)

9”
(229mm)

17” (432mm)

8”
(203mm)

ADA COMPLIANCE CHECK


