
Part No. Description Mission Equivalent

3000-150 1-1/2" CI, PL. or ST. to 1-1/2" PL. ST. or XHCI CP-150
3000-22 2" CI, PL. or ST. to 2" PL. ST. or XHCI CP-22
3000-215 2" CI, PL. or ST. to 1-1/2" PL. ST. or XHCI CP-215
3000-33 3" CI, to 3" PL., ST. or XH CI. CP-33
3000-43 4" CI, to 3" PL., ST. or XH CI. CP-43
3000-44 4" CI, to 4" PL., ST. or XH CI. CP-44
3000-55 5" CI, to 5" PL., ST. or XH CI. CP-55
3000-66 6" CI, to 6" PL., ST. or XH CI. CP-66
3000-88 8" CI, to 8" PL., ST. or XH CI. CP-88

3001-1125 1-1/2" CI, PL. or ST. to 1-1/4" Copper CK-1125
3001-150 1-1/2" CI, PL. or ST. to 1-1/2" Copper or 1-1/4" PL. CK-115
3001-215 2" CI, PL. or ST. to 1-1/2" Copper or 1-1/4" PL. CK-215
3001-22 2" CI, PL. or ST. to 2" Copper CK-22
3001-32 3" CI to 2" Copper CK-32
3001-33 3" CI to 3" Copper CK-33
3001-43 4" CI to 3" Copper CK-43
3001-44 4" CI to 4" Copper CK-44

3002-150 1-1/2" CI, PL. or ST. to 1-1/2" Tubular T-150
3002-215 2" CI, PL. or ST. to 1-1/2" Tubular T-215
3002-155 1-1/2" Tubular to 1-1/2" Tubular BWT-150

3003-150 1-1/2" Copper to 1-1/2" Copper or 1-1/4" PL. K-150
3003-22 2" Copper to 2" Copper K-200
3003-215 2" Copper to 1-1/2" Copper or 1-1/4" PL K-215
3003-33 3" Copper to 3" Copper K-300

3004-320 3" CI to 2" CI, PL. or St. C-320
3004-420 4" CI to 2" CI, PL. or St. C-420
3004-430 4" CI to 3" CI C-430
3004-540 5" CI to 4" CI C-540

3005-33 3" PL, St. or XH CI to 3" PL, St. or XH CI P-300
3005-43 4" PL, St. or XH CI to 3" PL, St. or XH CI P-430
3005-44 4" PL, St. or XH CI to 4" PL, St. or XH CI P-400

3006-215 2" Copper to 1-1/2" CI, PL or St. KC-215
3006-32 3" Copper to 2" CI, PL or St. KC-32
3006-43 4" Copper to 3" CI KC-43

3007-32 3" PL, St. or XH CI to 2" Copper PK-32
3007-33 3" PL, St. or XH CI to 3" Copper PK-33
3007-43 4" PL, St. or XH CI to 3" Copper PK-43
3007-44 4" PL, St. or XH CI to 4" Copper PK-44

3008-32 3" PL, St. or XH CI to 2" CI, PL or St. PC-32

3009-44 4" Thinwall PL to 4" Sch. 40 PL TWP-44

3010-150 1-1/2" Copper to 1-1/2" Tubular KT-150
Maximum Test Pressure: 4.3 PSI (29.6 KPA)
Maximum Operating Temperature: 140° F nonconsistent

Connecting Copper to Cast Iron, Plastic or Steel

Connecting Plastic, Steel or Extra-Heavy Cast Iron to Copper

 Plastic, Steel or Extra-Heavy Cast Iron to Cast Iron, Plastic or Steel

Connecting Thinwall Plastic to Sch. 40 Plastic

Connecting Copper to Tubular

Connecting Cast Iron to Plastic, Steel or Extra-Heavy Cast Iron

Connecting Cast Iron, Plastic, or Steel to Copper

Connecting Cast Iron, Plastic, or Steel to Tubular

Connecting Copper to Copper

Connecting Cast Iron to Cast Iron, Plastic or Steel

Plastic, Steel or Extra-Heavy Cast Iron to Plastic, Steel or Extra-Heavy Cast Iron




