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Well Caps - Cast Aluminum

                             Nominal Well         Casing       Conduit       Vent                          Ctn          List
Part Number          Casing Size             O.D.           Conn.         Size        Weight       Qty         Price
Aluminum Watertight Vermin–Proof Well Cap
AWTC4                                 4”                       4 1/2”              1”                1”              2.2             25          $ 96.64
AWTC45  ☺                      4 1/2”                       5”                 1”                1”              2.7             20           131.28
AWTC5                                 5”                      5 9/16”             1”                1”              2.4             20           116.70
AWTC55  ☺                      5 1/2”                       6”                 1”                1”              3.1             15           144.31
AWTC6                                 6”                       6 5/8”          1 1/4”            1”              2.8             15           122.37
AWTC7  ☺                        6 1/2”                       7”              1 1/4”            1”              3.1             13           170.11
AWTC8                                 8”                       8 5/8”          1 1/4”            1”              4.3               1           254.00
AWTC10                              10”                    10 3/4”             2”             1” (2)           9.0               1           748.85
AWTC12                             12”                    12 3/4”             2”             1” (2)          11.0              1          1405.10
☺ Fits Whitewater pitless units
Aluminum Watertight Vermin–Proof Well Cap w/ 1-1/4” Top Tap for use w/ pellet chlorinators
AWTC45T  ☺                    4 1/2”                       5”                 1”                1”              2.7             20           151.53
AWTC55T  ☺                    5 1/2”                       6”                 1”                1”              3.1             15           164.32
AWTC6T                               6”                       6 5/8”          1 1/4”            1”              2.8             15           142.78
AWTC8T                               8”                       8 5/8”          1 1/4”            1”              4.3               1           275.85
☺ Fits Whitewater pitless units
Aluminum/ABS Combination Watertight Well Cap
SC4                                      4”                       4 1/2”             1 “                                 1.5             12             50.34
SC45                                4 1/2”                    4.95”              1 “                                 1.7             15             58.90
SC5                                      5”                      5 9/16”            1 “                                 2.3             10             66.44
SC6                                      6”                       6 5/8”              1”                                  2.5               8              71.26
SC614                     6 1/4”(SDR27.6)            6.9”                1”                                  2.5             12             68.67
Standard Ventilated Cap with Conduit Opening
C4                                        4”                       4 1/2”            3/4”                                1.6             25             48.32
C5                                        5”                      5 9/16”           3/4”                                2.0             15             69.29
C6                                        6”                       6 5/8”            3/4”                                2.3             15              74.28
C7                                        7”                       7 5/8”              1”                                  2.9             15           109.39
C8                                        8”                       8 5/8”              1”                                  3.4               1           116.34

AWTC-Series Watertight Vermin- Proof Cap Features:
   • Cast aluminim for strength and weather resistance.
   •  All stainless bolts and ground screws.
   • Molded 3/16” gasket.
SC-Series Watertight Cap Features:
   • For use on plastic casing only.
   • Injection molded ABS & grade 319 aluminum, can be solvent 
       welded directly to PVC well casing.
   • Stainless steel nuts, bolts & screened vents.
   • All SC Series well caps are certified and approved watertight 
       to PAS-97 Standards.
C-Series Standard Conduit Cap Features:
   • For use on steel or plastic casing.
   • Stainless steel set screws.

AWTC--T SeriesAWTC Series

SC Series C Series
Custom personalization available - minimum of 48 of one size.  Add “P”
suffix. fo part number. One time set-up charge of $20.00.   Allow 2-3
weeks for delivery. 
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