
N E W  P R O D U C T  S H O W C A S E

Cannon High Volume Blow Gun
The Coilhose Cannon delivers 7.5 lbs of blowing force, and is a powerful and safe 
alternative to the homemade pipe-and-ball-valve blowguns often found on job and 
construction sites. The Cannon features an air assisted trigger, and will shut off in 
the event the gun is dropped.

The Single Nozzle Cannon provides a more concentrated airstream. The Multi-Jet 
Nozzle Cannon provides a broader “wall” of air that will clear away debris on floors, 
roads, and walkways.

Note: The Coilhose Cannon requires compressed air from tow-behind  
compressors or factory air compressors. 

• Delivers up to 7.5 lbs of blowing force @ 100 PSI and 135 CFM
• 3/4” NPT inlet
• Air Assisted Trigger

Length Single Safety  
Nozzle Model

Multi-Jet Safety  
Nozzle Model

2” 9000-S 9000-MJ
24” 9000-24S 9000-24MJ
48” 9000-48S 9000-48MJ

Safety Rubber Tip
Our new Safety Rubber Tip combines OSHA compliance with a non-marring 
material, resulting in a tip which meets or exceeds OSHA standards and is still safe 
to use around delicate or finished surfaces.

• OSHA compliant
• Non-marring; safe for use around molds and other delicate surfaces
• For woodworking, tooling, and industrial finishing

Model Description

ST16 Safety Rubber Tip

ST16-DL Safety Rubber Tip, Display

600-SR 600 Series Blow Gun w/ Safety Rubber Tip

700-SR 700 Series Blow Gun w/ Safety Rubber Tip

640SR In-Line Blow Gun w/ Safety Rubber Tip

771-SR 771 Series Blow Gun w/ Safety Rubber Tip

ST16

600-SR

700-SR

771-SR

640SR

9000-24S

Metal Handle Retro-Fit Kit for Cannon
This retrofit kit adapts the Cannon to be activated with 
the entire hand, rather than a trigger finger. 

•  Easier to operate the gun while wearing heavy 
protective gloves

Model Description

9100-T Metal Handle Retro-Fit Kit

Each kit contains: Trigger Assembly 
Pin, “O” Rings, Bushing, Hex Screws, 
1/8” Allen Wrench & Instructions.

9000-MJ




