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Power Steering Fluid - Ford, GM, Chrysler ('89 or Newer), 1
Gal
No. SL2633 | Item# 1007850 | Case# 1007849

Product Description A high viscosity, highly compounded oil designed to meet
the specifications of Ford, GM, later model Chrysler and
most import manufacturers. Will provide uniform
performance over a wide range of temperature.

Applications Performance equivalent to: General Motors Part No.
1050017, Ford Motors Spec. No. ESW-M2C128-D,
American Motors Part No. 8993342, Chrysler Part No.
4318056, Spec. No. MS5931F (For pre ’89 models, use
Sta Lube Product No. SL 2641.)

Unit Package Description 1 Gallon Bottle

Brand Sta-Lube

Generic Description 1 Power Steering Fluid - GM, Ford, Chrysler ('89 or Newer)

Net Fill 1 Gal

UPC Code 072213263305

Unit Dimensions 10.63H x 4.75W x 6D in

Units Per Case 4

Case Dimensions 11.25H x 11.25W x 13.5D in

Cases Per Pallet 60

Case Weight 33 lbs

I 2 of 5 Code 30072213263306

Appearance Red Liquid

Flash point (F) 370°F

Flash point (C) 188°C

Flammability Class - CPSC None

Spec Gravity Concentrate 0.85 to 0.88

Plastic Safe Yes

Evaporation Rate Slow

DOT Proper Shipping Name Not Regulated

VOC % (Consumer Product
def)

6.2
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VOC g/L (Consumer
Product def)

53.7

VOC lbs/gal (Consumer
Prod def)

0.448

VOC Category Not Regulated


