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Contact your  
Henkel representative today!

1-800-LOCTITE (562-8483)

henkelna.com/surfacetreatment

Call 1-800-LOCTITE (562-8483) for technical assistance, customer service, or to be contacted by a local Henkel 
representative. Visit our web site, henkelna.com/surfacetreatment for detailed product descriptions and to 
download our comprehensive Surface Treatment Selector Guide for additional product solutions.

Henkel Corporation
32100 Stephenson Highway
Madison Heights, MI 48071
Tel: 866.332.7024

Industrial Solutions

Henkel Surface Treatment  
Field Guide



A t Henkel Corporation, we provide solutions to industry’s biggest challenges. We are 
dedicated to understanding the markets we serve and to developing partnerships that 
stand the test of time. 

For more than 100 years, Henkel has been the leading supplier of state-of-the-art 
metal pretreatment technologies. As the world’s leading supplier of chemical 
pretreatments for light metals, plastics and steel, Henkel sets high standards for 
corrosion protection, paint adhesion and environmental safety.

To help you compete in today’s challenging manufacturing environment, our chemists 
and engineers work in partnership with our customers to improve design, assembly, 
productivity and profitability. Whether you need consultation on our products’ 
performance or a turnkey process design, Henkel provides solutions.

Registered as a trademark in 1946 as the conversion coating for aluminum substrates, 
Alodine® is a series of conversion coatings that improve paint adhesion and provide 
corrosion protection for light metal substrates. These coatings include metal 
pretreatments and post rinses for light metal pretreatments.

Since the early 1930s, Bonderite® has been well established in the automotive and 
metalworking industries as a brand for conversion coating processes and chemistries  
to improve paint adhesion, corrosion protection and wear resistance to ferrous-based 
alloys, mixed metal alloys and plastic surfaces. The products that make up the 
Bonderite® brand include: process line chemistries; cleaners; pretreatment chemistries, 
including activators and conditioners; conversion coating chemistries; post-treatment 
chemistries, including rinses and passivation; as well as auxiliary products, including 
toners, additives, accelerators and neutralizers.

Registered in 1894, the P3® brand did not begin to represent cleaners until the late 
1920s. These cleaners are for metallic and nonmetallic surfaces, fouling prevention and 
corrosion protection, together with disinfection of water and use with wastewater 
treatments. These products are designed for use in low- and high-temperature 
applications at different pH ranges (acid, neutral and alkaline), and in high-pressure 
applications, depending on customer conditions.

Henkel BRAndS
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Premier Surface Treatment Processes from Henkel 
More Savings, Fewer Steps, Superior Performance

BENEFITS OF HENKEL’S NANOCERAMIC PROCESS
1. Process
 

 

adapted to the Bonderite® NT-1™

2. Environment
 ® NT-1™  

 

2 – Bonderite® NT-1™ operates at 

2

3. Economic

 

IRON PHOSPHATE PROCESS
Technology Overview

ALUMINUM CONVERSION COATING PROCESS
Technology Overview
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Your Application

Solution

PREFERRED ALKALINE CLEANERS
  

  

 

Metal Pretreatment 
Clean, Convert, Seal

CONVERSION COAT RINSE SEAL (OPTIONAL)

®  ®

70-140°F AMBIENT

RECOMMENDED 3-STAGE PROCESS & SPRAY WAND

CONVERSION COATALKALINE CLEAN RINSE SEAL/RINSE (OPTIONAL)

® ™ ®

AMBIENT
TO 140°F

100-150°F AMBIENT

RINSE

RECOMMENDED 5-STAGE PROCESS

                                                           METAL & PAINT PRETREATMENT

CLEANING

Phosphate-free Steel Aluminum Multi-Metal 
General Purpose

Multi-Metal  
Heavy Duty

Parco® Cleaner 
305N™

Parco® Cleaner 
305™ Ridoline® 412™ Parco® Cleaner 

319MM™
Parco® Cleaner 

1520A™

Application Temp. 100ºF-140ºF 100ºF-140ºF 130ºF-180ºF 110ºF-150ºF 110ºF-140ºF

Concentration  
by Volume 1-3% 2-4% 1-5% 0.5-5% 1-3%

Contact Time 5-120 seconds 5-120 seconds 1-15 minutes 30-120 seconds 30-80 seconds

Application Spray Spray Spray, Immersion Spray, Immersion Spray, Immersion

Acid/Alkaline Alkaline Alkaline Alkaline Alkaline Alkaline

Product 
Containers

Parco®  
Cleaner 319MM™

P/N          

772258 Pail 

1669724 Tote

Parco®  
Cleaner 305™

P/N          

670363 Pail

987206 Tote

Ridoline®  
412™ 
P/N          

736390 Pail

1695791 Tote

Parco® 2-Part Cleaner 
1520A™ 

P/N          

PAIL (5 GAL)

DRUM (55 GAL)

TOTE (330 GAL)

Parco®  
Cleaner 305N™

P/N          

1470316 Pail

1695857 Tote

Step 1:  Pick a cleaner.

Step 2:  Pick a 
conversion 
coating.

Step 3:  Seal it!
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Conversion Coating 

 
 
 

 

Sealers 
 

ALKALINE CLEAN RINSE CONVERSION COATRINSE
REVERSE  

OSMOSIS RINSE SEAL (OPTIONAL)

® NT-1™ ®

AMBIENT
TO 140°F

AMBIENT
100–150ºF

AMBIENT

RECOMMENDED NANOCERAMICS LINE

CONVERSION COATING SEAL / POST RINSE (CHROME-FREE)

1-STAGE 3-STAGE 5-STAGE

Spray Wand Spray Wand Cleaner/Coater Iron Phosphate Nanoceramic

Steel Multi-Metal Steel Multi-Metal Dry-in-Place Organic Inorganic

Parco® Spray 
Wand 101™

Parco® Spray 
Wand 200™

Prep-N-Cote® 
500LT™

Prep-N-Cote®  
700™

Bonderite® 
1030™

Bonderite® 
1090™

Bonderite® 
NT1™

Parcolene® 
7100™

Parcolene® 
99X™

Parcolene® 
50NC™

120ºF-
190ºF

130ºF-
190ºF 70ºF-140ºF 110ºF-

150ºF 100ºF-120ºF 110ºF-115ºF Ambient Ambient Ambient 70ºF-100ºF

1-3% 1-6% 2-4% 4-8% 3-4% 2-6% 3-5% 5-10% 3% 10%

30-180 
seconds

30-180 
seconds

1-2 
minutes

1-5 
minutes

45-90  
seconds 30 sec.-5 min. 20-120 

seconds
5-15 

seconds
20-120 

seconds
15-60 

seconds

Spray Spray Spray Spray, 
Immersion Spray Spray, 

Immersion
Spray, 

Immersion Spray Spray, 
Immersion

Spray, 
Immersion

Acid Acid Acid Acid Acid Acid Acid Acid Acid Acid

Parco® 101™ 

Spray Wand 
P/N          

772110 Pail

890689 Tote

Parco® 200™  
Spray Wand
P/N          

772101 Pail 

598704 Tote

Prep-N-Cote® 
500LT™ 
P/N          

771987 Pail 

890562 Tote

Prep-N-Cote® 
700™ 
P/N          

772086 Pail

890682 Tote

Bonderite®  
1030™ 
P/N          

771860 Pail

698942 Tote

Bonderite ®  
1090™ 
P/N          

772192 Pail

890712 Tote

Bonderite®  
NT1™ 
P/N          

772427 Pail 

893767 Tote

Parcolene®  
7100™ 
P/N          

596456 Pail

890714 Tote

Parcolene®  
99X™ 
P/N          

717257 Pail

1695841 Tote

Parcolene® 
50NC™ 
P/N          

771997 Pail 

890566 Tote
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Aluminum Pretreatment 
Clean, Convert, Seal

Your Application

Solution

Product 
Containers

Ridoline® 212™

P/N          

597967 Pail

890697 Tote

PAIL (5 GAL)

DRUM (55 GAL)

TOTE (330 GAL)

                                                                                                                      ALUMINUM PRETREATMENT

ALKALINE CLEANER DEOXIDIZER

Light/Medium Duty Medium/Heavy Duty Mil Spec General Purpose

Ridoline® 212™ Ridoline® 412™ Deoxalume® 151™ Deoxidizer®  
HX-357™

Application Temp. 100ºF-140ºF 130ºF-180ºF 90ºF-120ºF 90ºF-120ºF

Concentration by 
Volume 3-8% 1-5% 3-6% 1.5-3%

Contact Time 30-120 seconds 1-15 minutes 2-10 minutes 2-10 minutes

Description Liquid Liquid Liquid Liquid

Ridoline® 412™

P/N          

736390 Pail

1695791 Tote

Deoxalume® 151™

P/N          

772103 Pail

Deoxidizer® HX-357™

P/N          

598128 Pail

891145 Tote

Do you have a small job or a one-off part to clean, coat  
or that needs corrosion protection? Use Henkel wipes & pens:

® 871™ ®

® 5700™ Wipes – Paint Pretreatment Wipe
® 263™ Wipes – Cleaner Wipe

Step 1:  Pick a cleaner.

Step 2:  Pick a 
deoxidizer.

Step 3:  Pick a 
conversion 
coating.

Step 4:  Seal if needed.

Step 5:  Paint for allotting 
finish.

RECOMMENDED ALODINE® 1200S™ HEXAVALENT CHROME PROCESS

ALKALINE CLEAN RINSE

® 212™

120°F –
180°F

CHROMATE

® ™

70-100°F

DEOXIDIZER (RECOMMENDED)

® 151™

90-120°F

RINSE RINSE
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CROMATE CONVERSION COATING SEAL/POST RINSE (IF NEEDED)

Mil-Spec Approved Chromate

Hex Chrome Tri Chrome Non-Chrome Chrome 
Phosphate Aluminum Only Multi-Metal

Alodine® 
1200S™

Alodine®  
T- 5900™ Alodine® 5200™ Alodine® 

407™/47S™
Deoxylyte® 

100NC™
Parcolene® 

99X™

70ºF-140ºF 70ºF-110ºF 70ºF-100ºF 100ºF-120ºF Ambient-120°F Ambient

6 lbs. / 100 gal. Ready to Use 1.5-7.5% 2-4.4%/ 
0.2-0.7% 1-3% 3%

60-120 seconds 60-120 seconds 5-120 seconds 30-180 seconds 15-120 seconds 20-120 seconds

Powder Liquid Liquid 2-Pack Liquid Liquid Liquid

Alodine® 1200S™

P/N          

593964 Pail

Alodine® T- 5900™

P/N          

772744 Pail

1695846 Tote

Alodine® 5200™

P/N          

596088 Pail

890707 Tote

Deoxylyte® 100NC™

P/N          

643710 Pail

Parcolene® 99X™

P/N          

717257 Pail

1695841 Tote

Alodine® 407™/47S™

P/N          

1153926/1695874 Tote

RECOMMENDED ALODINE® T 5900™ TRIVALENT CHROME PROCESS

ALKALINE CLEAN RINSE

® 212™

100°F

CHROMATE

® T 5900™

70-110°F

DEOXIDIZER

® 151™

90-120°F

RINSE RINSE

RECOMMENDED ALODINE® 5200™ CHROME FREE PROCESS

RINSE CHROME FREE 

® 5200™

70-120°F

ALKALINE CLEAN

® 212™

100°F – 
140°F

RINSE
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P3® Grato™ 3000™ 

P/N Package Size
1371210 Pail (5 gal)
1290334 Drum (55 gal)
1304640 Tote (330 gal)

P3® Parco® Clean-Up 
2280™

P/N Container Size
596168 Pail (5 gal)
594614 Drum (55 gal)
1009383 Tote (330 gal)

P3® Parco® Maintenance 
Cleaner 2235™

P/N Package Size
597788 Pail (5 gal)
594797 Drum (55 gal)
1101405 Tote (330 gal)

P3® Grato™ 3000™ 

P/N Package Size
1371210 Pail (5 gal)
1290334 Drum (55 gal)
1304640 Tote (330 gal)

P3® Parco® Clean-Up 
2280™

P/N Container Size
596168 Pail (5 gal)
594614 Drum (55 gal)
1009383 Tote (330 gal)

Maintenance & MRO Cleaners

Application Temp.

Concentration

Contact Time

Application

Acid/Alkaline

Have a repair or a 
hard-to-clean surface? 

Let us help!

What is your  
cleaning need?

Do you have a small job or a one-off part to clean, coat  
or that needs rust preventative? Use Henkel wipes & pens:

® 263™ – Cleaner Wipe
® 1455™ – Paint Pretreat Wipe

® 871™ – Touch-N-Prep® Pens

Product 
Containers

GENERAL MAINTENANCE & MRO CLEANING

MAINTENANCE CLEANING

FLOOR/
CONCRETE GLASS

PLANT/ 
GENERAL PURPOSE

TRANSPORTATION 
CLEANER

PARTS
WASHING

P3® Parco® 
Clean-Up 2280™

P3® Parco®  
Clean-Up 2280™

P3® Parco® Maintenance 
Cleaner 2235™

P3® Grato™ 
3000™

P3® Grato™ 
3000™

Ambient Ambient Ambient to 140ºF Ambient Ambient

1-20% 1-20% 0.5-50% 3-5% 3-5%

As required As required 2-10 minutes 1-3 minutes 20 minutes

Scrubb/Mop Scrubb/Mop Brush, Spray,  
Scrub/Mop Brush, Spray Brush, Spray

Alkaline Alkaline Alkaline Alkaline Alkaline

Your Application

Solution
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Bonderite® C-AK 5012™  

Contact customer service for 
appropriate product number.

Bonderite® S-ST 3012™ 

Contact customer service for 
appropriate product number.

P3® Tensopon™ 683™

P/N Package Size
1562049 Pail (5 gal)
1562048 Drum (55 gal)
1562050 Tote (330 gal)

P3® Prevox™ 505™ 

P/N Package Size
596698 Pail (5 gal)
594827 Drum (55 gal)
1315616 Tote (330 gal)

DR-238G™

P/N Package Size
596606 Pail (5 gal)
594291 Drum (55 gal)
1695813 Tote (330 gal)

P3-Neutracare® 5088™ 

P/N Package Size
597978 Pail (5 gal)
593241 Drum (55 gal)
1683842 Tote (330 gal)

Turco® 6849™ 

P/N Package Size
1099256 Pail (5 gal)
596965 Drum (55 gal)
1688477 Tote (330 gal)

P3® Prevox™ 505™ 

P/N Package Size
596698 Pail (5 gal)
594827 Drum (55 gal)
1315616 Tote (330 gal)

PAINT REMOVAL & REFURBISHMENT

DEGREASING PAINT STRIPPING
RUST 

PREVENTATIVE

Aluminum Steel

Bonderite® 

C-AK 5012™
Bonderite® 
S-ST 3012™

P3® Tensopon™ 
683™ P3® Prevox™ 505™

130ºF-175ºF 130ºF-180ºF 130ºF-180ºF Ambient to 
180ºF

20-40% 20-40% 5-35% 3-20%

2-20 minutes 2-20 minutes 3-30 minutes 5-30 seconds

Spray, 
Immersion

Spray, 
Immersion

Spray, 
Immersion Spray

Alkaline Alkaline Alkaline Alkaline

                          MRO CLEANING

DE-RUSTING INTERPROCESS DEGREASING
RUST 

PREVENTATIVE

DR-238G™ P3-Neutracare® 
5088™ Turco® 6849™ P3® Prevox™ 

505™

Ambient to 
120ºF 130ºF-175ºF 130ºF-160ºF Ambient to 

180ºF

5-20% 3-6% 10-20% 3-20%

10 minutes-  
6 hours 1-5 minutes 30-180 

seconds 5-30 seconds

Immersion Spray, 
Immersion Immersion Spray

Neutral Neutral Alkaline Alkaline
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FIELD REPRESENTATIVE GENERAL INFORMATION

Phone Date

CAPRIS No.

Line Type:

Project Line Name:

Shifts/day:               Sq. Ft. proc/day:

CUSTOMER CONTACT INFORMATION Usage/month:

Account % Metal Mix:           CRS                HRS

Address                                 GALV              ALUM

Address                                 OTHER

City Application:        Spray           Immersion

State ZIP

Contact PAINT SYSTEM DETAILS

Title Dry-off Oven Temp (°F):

Phone Dry-off  Oven Time (min.):

Email Paint Supplier:

Alternate Contact Types/Names of Paints:

Title Cure Time:

Phone Cure Temp. (°F):

Email Film Thickness Range (mils):

QUALITY REQUIREMENTS List Specifications and Pass/Fail Criteria

Corrosion Tests:  Testing Requirements:

Paint Adhesion Tests:

Physical Tests:

Coating Weights:

Customer Specifications:

SAFETY CONCERNS:

ADDITIONAL CRITERIA / NEEDS:

CURRENT PROCESS

Stage Process Product Operating Parameters Time (Sec.) Temp. (°F)

ACTION STEPS WHO COMPLETION DATE

Except as otherwise noted, all marks used are trademarks and/or registered trademarks of Henkel and/or its affiliates in the U.S. and elsewhere. 
® = registered in the U.S. Patent and Trademark Office. © Henkel Corporation, . All rights reserved. 

NOTES

NOTES

NOTES

NOTES

Surface Treatment Application Survey


