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Cat. 
No. 

Finish 
Box 
Qty 

37408 Unpainted 50 
37410 Gray 50 
37412 White 50 
37414 Bronze 50 

Gasket & Mounting Screws Supplied 
Seamless Die Cast Aluminum  
Powder Coat Finish 
For 75 Thru 150 Watt PAR 38 Lamps  
Extra Long Wire Leads for Easy Hook-Up  
Locking Swivel Knuckle Assures Positive Lamp Positioning and  
    Provides Pinpoint Directional Aiming 
Each Lampholder Supplied With a Copper Screw Shell Porcelain 

Socket (37408 Aluminum Shell), Inside Gasket & 1/2” Locknut 
Press Fit Internal Heat Resistant Gasket Designed Not to Come Out 

When Bulb is Changed 
For Extra Waterproof Sealing Protection, Optional External Gasket 

#38407 available (see accessories) 
Individually Packaged 

Lampholders 
 

Cat.  
No. 

Fig. Description Finish 
Bag 
Qty 

Box 
Qty 

37510 1 1/2” Hole plug Gray 10 800 

37512 1 1/2” Hole Plug White 10 800 

37514 1 1/2” Hole Plug Bronze 10 800 

37520 1 3/4” Hole Plug Gray 10 500 

37522 1 3/4” Hole Plug White 10 500 

37524 1 3/4” Hole Plug Bronze 10 500 

37530 1 1” Hole Plug Gray 10 300 

37540 2 1-2 Adapter Gray 10 60 

37910 3 Mounting Lug Gray 10 500 

37920 4 Lampholder Inside Gasket —– 10 300 

37936 5 4” Round Gasket —– 10 100 

38407 6 External Par Lampholder Gasket (37408-37414) —– - 250 

37930 7 1 Gang Switch/Receptacle/GFCI Gasket —– 10 200 

37934 8 2 Gang Switch/Receptacle/GFCI Gasket —– 10 100 
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