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BRASS FITTINGS

Part # Thread Size
UNF

A Hex Approx.
Wt. Lbs.

List Price

10-104 1/8” 0.91 0.31 0.02 7.58
10-105 3/16” 1.06 0.37 0.02 4.62

10-106L 1/4” 1.19 0.43 0.03 1.50
10-106 * 1/4” 1.19 0.43 0.03 2.69
10-107 5/16” 1.34 0.50 0.05 2.79

10-108L 3/8” 1.50 0.62 0.09 4.43
10-108 * 3/8’ 1.50 0.62 0.09 3.11
10-109L 1/2” 1.67 0.75 0.12 6.04
10-109 1/2” 1.81 0.75 0.14 6.68

10-110L 5/8” 2.00 0.87 0.20 7.16
10-110 5/8” 2.12 0.87 0.20 6.69
10-111 3/4” 2.44 1.06 0.35 12.27
10-112 7/8” 2.72 1.25 0.52 48.18

Part #  Size A B Approx.
Wt. Lbs.

List Price

10-094 3/16” 0.16 0.31 0.01 2.64
10-095 1/4” 0.22 0.36 0.01 2.26
10-097 3/8” 0.34 0.55 0.01 2.22
10-098 1/2” 0.41 0.66 0.01 3.03
10-099 5/8” 0.44 0.77 0.01 2.84
10-100 3/4” 0.56 0.95 0.01 6.71

Part # Male Flare x 
Male NPTF

A Hex Approx.
Wt. Lbs.

List Price

10-131* 1/4" x 1/8" 1.06 0.43 32.58
10256WC 1/4” x 1/4” 1.24 0.6 0.04 2.94
10-133* 3/8” x 1/4” 1.31 0.62 0.08 28.79

COPPER BONNET

MALE BALL CHECK CONNECTOR

UNION

-These fittings are completely interchangeable with full pattern fittings, but have been modified in some way.  This modi-
fication is usually in the length of the pipe threads.  Used in plumbing and light industrial applications.

"L" means light pattern.
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SAE# 010114

SAE# 010101

* Note: Ball & Spring position may be reversed to change 
flow/check position. Min working pressure 3 PSI.

SAE 45° FLARE

* Available in Stainless Steel. Add SS to the part#


