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• Working Pressure: 1500PSI (PN100)
• Working Temperature:  -10 -150°C
• Opening Pressure: 2~3PSI
• Suitable Medium: W.O.G.
• Threaded End: NPT
• Made in China

Part# Size L C D B E lbs/ pc Case List 
Price

949-451 1/4" 2.165 .217 .748 .699 .394 .19 200 30.24
949-452 3/8" 2.165 .295 .866 .787 .394 .21 160 30.24
949-453 1/2" 2.165 .413 1.063 .945 .472 .31 100 34.92
949-454 3/4" 2.677 .591 1.417 1.26 .472 .71 60 50.70
949-455 1" 3.268 .787 1.693 1.496 .591 1.14 36 68.28

Part# Size L C D B E lbs/ pc Case List 
Price

949-471 1/4" 2.165 .217 .748 .699 .394 .176 200 30.24
949-472 3/8" 2.165 .295 .866 .787 .394 .22 160 30.24
949-473 1/2" 2.165 .413 1.063 .945 .472 .27 100 34.92
949-474 3/4" 2.677 .591 1.417 1.26 .472 .62 65 50.70
949-475 1" 3.268 .787 1.693 1.496 .591 1.05 40 68.28

NO Part Material QTY
1 BODY 316 1
2 RING Rubber 1
3 SPRING 304 1
4 CAP CF8M 1
5 SPOOL 304/316 1
6 SPRING RING 304 1

SPRING CHECK VALVE

FEMALE PIPE x FEMALE PIPE

MALE PIPE x FEMALE PIPE

FLOWS MALE -> FEMALE

316 SS SPRING CHECK VALVES


