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Tubular X Male Pipe Thread (Outlet)
Female Copper Sweat Under MPT

Tubular X Female Pipe Thread (Outlet)

Female Copper Sweat (Outlet)

PART 
NUMBER

TUBULAR
X MPT SLIP NUT COMPRESSION

RING
1893 1-1/4” x 1-1/2” Chrome
1894 1-1/2” Die Cast
1943 1-1/4” x 1-1/2” Rough
1944 1-1/2” Brass
1905 1-1/4” x 1-1/2” Chrome
1906 1-1/2” Die Cast

1944-S
w/stops*

1-1/2” Rough
Brass

PART 
NUMBER

TUBULAR
X FPT SLIP NUT COMPRESSION

RING
1895 1-1/4”
1896 1-1/4” x 1-1/2”
1897 1-1/2”
1946 1-1/4” x 1-1/2” Rough
1947 1-1/2” Brass
1908 1-1/4” x 1-1/2” Chrome
1909 1-1/2” Die Cast

1947-S
w/stops*

1-1/2” Rough
Brass

PART 
NUMBER

TUBULAR
X COPPER SLIP NUT COMPRESSION

RING
1900 1-1/2” Chrome 

Die Cast
1949 1-1/4” x 1-1/2” Rough
1950 1-1/2” Brass
1911 1-1/4” x 1-1/2” Chrome
1912 1-1/2” Die Cast

Brass

Brass

Brass

Chrome
Die Cast

Brass

Brass

Poly

Poly

Poly

The charts below let you choose the type of slip joint nut, either chrome plated die cast or plain brass and the type 
of compression ring, either brass or poly. To order waste connectors with chrome plated brass nuts, add CP to 
waste connector part number.

Brass Waste Connectors (Desanko Fittings)


