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N-Series C.I.O.D Gasketed DR25 Non-Pressure Fittings 
The N Series fitting line is a fully-integrated DR25 fitting line used for connections with CIOD 
applications. 

 

 
 
Short Form Specifications 
Sizes 4” through 36” 
CIOD Non-Pressure fittings shall conform to the 
dimensional requirements of AWWA C900 and 
C905. DR25 Non-Pressure Fabricated fittings may 
be used with any CIOD DR ratio pipe. All PVC CIOD 
fittings shall incorporate integral elastomeric 
gasketed bell joints. Materials used in the 
manufacture of Non- Pressure PVC fittings shall 
equal or exceed cell class 12454 (ASTM D1784). 
Fabricated fittings shall be manufactured from 
segments of PVC pipe meeting the requirements of 
AWWA C900 and C905. Non-Pressure CIOD 
fittings do not require any fiberglass wrap and are 
not marked with any pressure rating. 
 
PVC fittings shall be able to withstand 10.8 PSI 
internal pressure and 22” mercury vacuum for joint 
tightness in accordance with ASTM D3212. 
 
All fittings shall be marked with the following 
identification: 

• Nominal Size 
• Non-Pressure CIOD 
• Suppliers Name or Trademark 

 
 
 
 
 
Certification 
Our Non-pressure C.I.O.D. Gasketed Sewer fittings 
conform to portions of AWWA C905. 
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