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EIXO/SHAFT . R 15.906 CERTIFIED
PADRAO,/STANDARD x| DimensGes em polegada — 12.9V0—= WEG MOTORES THIS IS AN UPDATED REVISION, THE
OPCIONAL/OPTIONAL Dimensions in inches S o) Certified document. PREVIOUS ONE MUST BE DISREGARDED.
ESPECIAL/SPECIAL w Not subject to changes.
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Caixa de ligacdo da carcaca IEC 355 // NEMA 586/7T / Terminal box from frame IEC 355 // NEMA 586/7T
Base intermediaria / Intermediate base
Categoria A / Design A
% g Protecdo térmica desligamento — termistor 155°C / Thermistors 155°C To trip
0 MNP Linha do motor: Crusher Duty / Motor purpose: Crusher Duty
% 2 :2 Rolamento dianteiro de rolos / DE roller bearing
o Dispositivo de travamento de eixo / Shaft locking device
| Placa de bornes com 12 pinos / Terminal block with 12 terminals
T B Cor RAL 5009 / Color RAL 5009
‘ Plano de pintura 203A / Painting plan 203A
0.875 ——2.880 Forma construtiva NEMA F—1 / Mounting NEMA F—1
Forma construtiva B3D / Mounting B3R(D)
DE Shaft End WEG ELECTRIC CORPORATION - WEC
500001349543 RETIRADO DETALHE DE CONDUITE MENSOR JMANENTE 18.08.2017 04
500001331189 ADIC.NOTA CONDUITE/ADD NOTE CONDUIT MENSOR EANJOS 05.07.2017 03
ECM LOC SUMMARY OF MODIFICATIONS EXECUTED CHECKED RELEASED DATE VER
EXECUTED DVEGINI THREE PHASE W22 MOTOR - NEMA PREMIUM EFF
CHECKED 6@ FRAME 445/7T IP55 10004040047 I i i g
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