
Air Fittings

207DPL116 877.963.4966 • dixonvalve.com

F

Air Brake Fittings - Rubber Hose

Springs

Spring Guard Nuts

Hose Nuts and Attached Springs

Male Connectors - Body Only

Male Connectors with Spring Guard

Hose Size Length Brass Alloy 360 Part # Price/E
⅜" 2.70" 56RBSG-06 $2.41
½" 2.70" 56RBSG-08 2.50

Hose Size Straight Thread Brass Alloy 360 Part # Price/E
⅜" 31/32"-20 61RBSG-06 $5.90

1/2" 1-3/32-20 61RBSG-08 10.45

Hose Size Length Brass Alloy 360 Part # Price/E
⅜" 3.55" 67RBSG-06 $7.21
½" 3.50" 67RBSG-08 13.91

Tube OD Pipe Thread Straight
Thread Hex Brass Alloy 360 

Part # Price/E

⅜" ¼" 31/32"-20 31/32" 68RB-0604B $7.05
⅜" ⅜" 31/32"-20 31/32" 68RB-0606B 7.32
⅜" ½" 31/32"-20 31/32" 68RB-0608B 9.40
½" ⅜" 1-3/32"-20 1-1/8" 68RB-0806B 14.00
½" ½" 1-3/32"-20 1-1/8" 68RB-0808B 16.85

Hose Size Pipe Thread Hex Brass Alloy 360 Part # Price/E
⅜" ¼" 1-1/16" 68RBSG-0604 $16.06
⅜" ⅜" 1-1/16" 68RBSG-0606 16.70
⅜" ½" 1-1/16" 68RBSG-0608 17.95
½" ⅜" 1-1/4" 68RBSG-0806 29.15
½" ½" 1-1/4" 68RBSG-0808 30.55

Sleeves

Hose Size Length Brass Alloy 360 Part # Price/E
⅜" .64" 60RB-06 $3.15
½" .64" 60RB-08 3.72

Nuts

Hose Size Thread Hex Brass Alloy 360 Part # Price/E
⅜" 31/32-20" 1-1/32" 61RB-06 $6.08
⅜" 1-3/32-20" 1-1/4" 61RB-08 9.82

Application:
•  for use with SAEJ1402 air brake hose in making hose 

assemblies

Features:
•  will meet D.O.T. FMVSS 571-106 standards when used with 

SAE J1402 Air Brake Hose
• working pressure: up to 225 PSI
• temperature: -50°F to 212°F

Assembly Guide:
1. Slide nut onto hose
2. Slide sleeve onto hose with tapered edge toward fitting body
3. Firmly bottom the hose into fittings
4. Screw nut onto body until it contacts the fittings body's hex


