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Non-collapsible Chemical Booster Hose - Red
Features:
•  outer cover material: specially compounded red EPDM tough cover
• inner tube material: smooth black synthetic EPDM rubber
• reinforced with multiple plies of high tensile Aramid yarn providing flexible strength
•  ¾" diameter hose is coupled with 1" threaded couplings
• meets and exceeds NFPA standard 1961
•  working pressure: 800 PSI

Coupled with female and male NST (NH) thread, chromed brass hole type couplings

Size Length Part # Price/E
¾" 50' 80B07-50HCF $1191.30
¾" 100' 80B07-100HCF 1901.50
1" 50' 80B10-50HCF 1431.85
1" 100' 80B10-100HCF 2348.20

Coupled with female and male NST (NH) thread, rocker lug, aluminum expansion 
ring couplings

Size Length Part # Price/E
¾" 50' 80B07-50HAF $896.25
¾" 100' 80B07-100HAF 1701.00
1" 50' 80B10-50HAF 1096.80
1" 100' 80B10-100HAF 2147.75

Lightweight Non-collapsible Chemical Booster Hose - Red

Features:
•  single jacket construction, abrasion resistant cover
• rigid helical reinforcement
• lightweight, kink, ozone and chemical resistant
•  10" minimum bend radius
•  -30°F to 112°F
• working pressure: 300 PSI
• lengths up to 200' available as special order

Coupled with female and male aluminum
Size Thread Length Part # Price/E
1" NPSH 50' BL810R50RAS $744.55
1" NPSH 100' BL810R100RAS 1317.30
1" NH (NST) 50' BL810R50RAF 744.55
1" NH (NST) 100' BL810R100RAF 1353.10


