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Features  
 • Concrete tight when taped

 • For use with 1/2" & 3/4" EMT

Application  
 • Indoors or Outdoors. 

 • Short radius.

 • Use to connect EMT conduit to a steel outlet box or enclosure  
    where a close radius is desired.

Standard Material  
 • Zinc die cast

www.topaz-usa.com

CA Office
225 Parkside Drive

San Fernando, CA 91340 
888.551.2852 | Fax: 888.690.2852

FL Office
2020 West 26th Street, Ste. C

Jacksonville, FL 32209
800.338.2852 | Fax: 772.778.5386

NY Headquarters
925 Waverly Avenue
Holtsville, NY 11742

800.666.2852 | Fax: 631.654.1261

EMT Conduit
90° Angle Short Elbow Connector
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Catalog Number UPC
Trade 
Size

Unit 
Ctn.

Ship 
Case

Weight/ 
Case A B

161 11350 1/2" 25 250 40 1.66 .52

162 11360 3/4" 20 200 50 1.98 .52

AB
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TOPAZ   UNIT SHIP WT/
CAT # UPC# SIZE CTN CASE CASE
431 13960 1/2" 25 250 50
432 13970 3/4" 20 200 52
433 13980 1" 10 100 46

B

C A

E148720

TOPAZ   
CAT # A B C
431 1.75 .83 .52
432 1.86 .95 .52
433 2.21 1.12 .67

Topaz Specification Sheet
 
   Description:  EMT 90° Connectors     

    Standard Material:  Zinc Die Cast

   Features:  Compression Type

  Application:  Indoors or Outdoors. Use to connect EMT conduit to a steel
       outlet box or enclosure where a large radius is desired.
       Features: Concrete-Tight, exceptional wire pulling capability
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