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Description

For detailed specifications and tolerances, visi t Huyett.com.

Prefix Material/Finish

How to Identify

Prefix Material/Finish

SPLIT – IMPERIAL

1. Verify single- or double-split style.
2. Measure bore (A).
3. Build the part number from the chart on the next page.

Split collars provide greater clamping force than set collars by 
squeezing the shaft rather than penetrating it with a set screw. 
Double-split collars provide more clamping force than single-split 
collars and have the added feature of being able to be installed 
radially and clamp from both sides.

SC2-####-AL = ALUMINUM, PLAIN 
SC2-####-BO = CARBON STEEL, BLACK OXIDE
SC2-####-NY = NYLON, PLAIN
SC2-####-SS = STAINLESS STEEL, PLAIN

A
B

C

ADDITIONAL SIZES AND FINISHES MAY 

BE AVAILABLE UPON REQUEST
SC1-####-AL = ALUMINUM, PLAIN 
SC1-####-BO = CARBON STEEL, BLACK OXIDE
SC1-####-NY = NYLON, PLAIN
SC1-####-SS = STAINLESS STEEL, PLAIN

B

C

A

DOUBLE-SPLIT

SINGLE-SPLIT

A thicker collar is not necessarily a stronger collar. The same 
size cap screw in a thicker collar will expend more energy 
bending the collar before it actually applies clamping force.

BORE (A) Tolerances
 (Size Range)  (Tolerance)

Single-split & Double-split

.1250 – .1875"

.2500 – 1.1250"
1.1875 – 2.9375"
3.0000 – 6.0000"

+.0006/+.0030"
+.0008/+.0040"
+.0008/+.0060"
+.0008/+.0080"

Fact and Friction
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SPLIT – IMPERIAL

*Limited warranty for surface finish: 30 days from date of shipment. See page 12 for details. 

SC2-1937 -AL

How to Build a Part Number

ITEM Prefix
(A) 

BORE
MATERIAL SUFFIX

SC2- 1937 -AL
1/8" to 4-15/16"

TO ORDER CHOOSE 
YOUR STYLE,

CHOOSE YOUR 
BORE,

CHOOSE YOUR 
 MATERIAL.

CODE STYLE

SC1- Single-split Collar

SC2- Double-split Collar

CODE MATERIAL/FINISH

-AL Aluminum, Plain

-BO Carbon Steel, Black Oxide

-NY Nylon, Plain

-SS Stainless Steel, Plain

CODE BORE

0125 .1250" (1/8)

0187 .1875" (3/16)

0250 .2500" (1/4)

0312 .3125" (5/16)

0375 .3750" (3/8)

0437 .4375" (7/16)

0500 .5000" (1/2)

0562 .5625" (9/16)

0625 .6250" (5/8)

0687 .6875" (11/16)

0750 .7500" (3/4)

0812 .8125" (13/16)

0875 .8750" (7/8)

0937 .9375" (15/16)

1000 1.0000" (1)

1062 1.0625" (1-1/16)

1125 1.1250" (1-1/8)

1187 1.1875" (1-3/16)

1250 1.2500" (1-1/4)

1312 1.3125" (1-5/16)

1375 1.3750" (1-3/8)

1437 1.4375" (1-7/16)

1500 1.5000" (1-1/2)

1562 1.5625" (1-9/16)

1625 1.6250" (1-5/8)

1687 1.6875" (1-11/16)

1750 1.7500" (1-3/4)

1812 1.8125" (1-13/16)

1875 1.8750" (1-7/8)

1937 1.9375" (1-15/16)

CODE BORE

2000 2.0000" (2)

2062 2.0625" (2-1/16)

2125 2.1250" (2-1/8)

2187 2.1875" (2-3/16)

2250 2.2500" (2-1/4)

2312 2.3125" (2-5/16)

2375 2.3750" (2-3/8)

2437 2.4375" (2-7/16)

2500 2.5000" (2-1/2)

2562 2.5625" (2-9/16)

2625 2.6250" (2-5/8)

2687 2.6875" (2-11/16)

2750 2.7500" (2-3/4)

2812 2.8125" (2-13/16)

2875 2.8750" (2-7/8)

2937 2.9375" (2-15/16)

3000 3.0000" (3)

3187 3.1875" (3-3/16)

3250 3.2500" (3-1/4)

3437 3.4375" (3-7/16)

3500 3.5000" (3-1/2)

3562 3.5625" (3-9/16)

3687 3.6875" (3-11/16)

3750 3.7500" (3-3/4)

3812 3.8125" (3-13/16)

3875 3.8750" (3-7/8)

3937 3.9375" (3-15/16)

4000 4.0000" (4)

4437 4.4375" (4-7/16)

4937 4.9375" (4-15/16)

Don't see what you're 
looking for? 

Contact Sales@huyett.com 
or call 785-392-3017

Single- and double-spli t 
collars are installed 

axially

Double-spli t collars 
can also be installed 

Radially

When positioned, 
tighten cap screws to 

lock in place

Torque and Balance

With a cap screw on each side, 
all of the torque from each screw 
is applied to the clamping force. 
Additionally, the two screws will 
balance each other in high rpm 

applications.

Clean up

Nylon shaft collars with stainless 
steel cap screws tolerate 

frequent wash ups. They are 
perfect for food processing and 

pharmaceutical applications.

ZINC PLATING AND 
OTHER FINISHES 
AVAILABLE FOR 

ALL PARTS

SEE PAGE 16


